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RJ45 Weathertight ConnectorsRJ45 Weathertight Connectors
®

PANEL

RJ45 PANEL HOUSING JACKRJ45 FIELD INSTALLABLE
CABLE PLUG ASSEMBLY

HEX NUT GASKET

RJ45 Weathertight Connectors

CABLE
(NOT INCLUDED)

 2.0
51.7

 

THREADED COUPLING RING

RJ45 FIELD INSTALLABLE CABLE PLUG ASSEMBLY
(THREADED COUPLING)

RJ45 PLUG

 1.44
36.7

 

 2.0
51.7

 

QUICK CONNECT COUPLING RING

RJ45 FIELD INSTALLABLE CABLE PLUG ASSEMBLY
(QUICK CONNECT COUPLING)

RJ45 PLUG

 1.29
32.8

 

 0.59
14.9

 

 1.55
39.3

 

PANEL

RJ45 JACK

GASKET

HEX NUT

HOUSING

0.13
3.3

TYP

1.44
36.5

SQUARE

1.19
30.2
TYP

1 3/8 HEX
[34.9]

RJ45 PANEL HOUSING IDC JACK
(SHOWN WITH SHIELDED CAT 6 JACK)
(SHOWN WITH THREADED HOUSING)

  

 0.59
14.9

 

 1.45
36.9

 

PANEL

RJ45 JACK

GASKET

HEX NUT

HOUSING

0.13
3.3
TYP

1.44
36.5

SQUARE

1.19
30.2
TYP

1 3/8 HEX
[34.9]

RJ45 PANEL HOUSING IDC RIGHT ANGLE JACK
(SHOWN WITH NON-SHIELDED CAT 6 JACK)
(SHOWN WITH QUICK CONNECT HOUSING)
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RJ45 Weathertight ConnectorsRJ45 Weathertight Connectors
®

AFTER

COUPLING RING

SEALING RING
SEALING NUT

CABLE (CUSTOMER SUPPLIED)

FRONT END OF CABLE

RJ45 PLUG

INSERT

BEFORE AFTER

BEFORE AFTER

AFTERBEFORE

BEFORE AFTER

BEFORE
PLUG HOUSING

PLUG HOUSING RIDGE AFTER

O-RING

O-RING

BEFORE

2

3

4

5

6

7

8

1 1) Slide the O-ring onto the front end of the plug 
housing until it seats up against the ridge on the 
plug housing

2) Slide the coupling ring over the plug housing
NOTE: Make sure the front of the coupling ring 
can slide past the ridge on the plug housing. If 
not, it is inserted the wrong way

3) Slide the sealing nut, sealing ring and plug 
housing/ coupling ring over the front end of the 
cable in the following order:

1st sealing nut
2nd sealing ring
3rd plug housing / coupling ring

4) Terminate the RJ45 plug to the cable
NOTE: See supplemental termination guide 
for cable termination instructions

5) Slide the RJ45 plug into the back end of the 
insert until it snaps into place

6) Slide the insert/RJ45 plug into the front end of 
the plug housing until it snaps into place

7) Push the sealing ring into the rear of the plug 
housing

NOTE: No part of the sealing ring should 
extend past the rear of the plug housing

8) Screw the sealing nut onto the plug housing

Assembly Instructions

DCP XXX X X XX

DCC RJ6 X X 310

RJ45 FIELD INSTALLABLE 
CABLE PLUG ASSEMBLY

PLUG TYPE PLUG SHIELDING COUPLING TYPE SERIES

DCC RJ6 = RJ45 CAT 6 BLANK = UNSHIELDED
S = SHIELDED

B  = QUICK CONNECT
T = THREADED 310

RJ45 FIELD INSTALLABLE 
PANEL HOUSING ASSEMBLY

JACK TYPE JACK SHIELDING COUPLING TYPE SERIES

DCP RJ5 = RJ45 CAT 5e
RJ6 = RJ45 CAT 6

BLANK = UNSHIELDED
S  = SHIELDED

B = QUICK CONNECT
T = THREADED

F  = FEED-THRU (TO SAME CONNECTOR)
SD  = IDC, STRAIGHT

RD  = IDC, RIGHT ANGLE

Part Number Charts


